Lpp.: 1/11
Drosibas datu lapa =~ mOREIGE]
atbilstosi 1907/2006/EK, 31. pants

LespieSanas datums: 26.08.2015 Versijas numurs 23 Labojums: 26.08.2015

1. IEDALA. Vielas/maisijuma un uznéméjsabiedribas/uznémuma apzinasana

1.1 Produkta identifikators
Produkta nosaukums tirgu:
KREISEL TYNKOLIT-T 330 - Grunts zem apmetuma

1.2 Vielas vai maisijuma attiecigi apzinatie lietoSanas veidi un tadi, ko neiesaka izmantot
Nav pieejama cita batiska informacija.

Vielas/ preparata pielietojums
Gruntéjums - lzstradajums ripnieciskai, profesionalai un privatai lietoSanai, kas ir paredzéts
bdvvirsmu parklasanai. Nav ieteicams izmantot jebkados citos noltkos.

1.3 Informacija par drosibas datu lapas piegadataju
Razotajs/ piegadatajs:

KREISEL Vilnius, UAB

Metalo g. 6

02190 Vilnius
Lithuania

Tel. +370 (0)52 16 40 41
Fax +370 (0)52 10 47 64
kreisel@kreisel.lt
kreisel.It

Informacijas sniedzéjs:
Darba dro$ibas nodala (darbdienas no 8:00-16:00)

1.4 Talruna numurs, kur zvanit arkartas situacijas
Valsts toksikologijas centrs: +371 /670 42468
Neatliekamas palidzibas telefons: 112

2. IEDALA. Bistamibas apzinasana

2.1 Vielas vai maisijuma klasificésSana

Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008
Sa produkta klasifikacija atbilstoSi CLP regulai nav veikta.

2.2 Etiketes elementi

Markésana saskana ar Regulu (EK) Nr. 1272/2008
Iztrokst

Bistamibas piktogrammas
Iztrokst

Signalvards
|ztrakst

Bridinajuma uzraksti
Iztrikst

Drosibas uzraksti
Darba ar kimikaliju ir jaievéro parastie droSibas pasakumi.

Papildu dati:
EUH208 Satur Maistjums kas sastav no 5-Hlor-2-metil-2H-izotiazol-3-ona [EC 247-500-7] un 2-

Metil-2H-izotiazol-3-ona [EC 220-239-6]. Var izraistt alergisku reakciju.
(Turpinajums 2.Ipp.)
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2.3 Citi apdraudéjumi
Aerosola puteklu ieelpoSana var but kaitiga veselibai.
PBT un vPvB ekspertizes rezultati

PBT: Nav pielietojams.
vPvB: Nav pielietojams.

3. IEDALA. Sastavs/informacija par sastavdalam

3.1 Kimiskais raksturojums: Vielas
Sis izstradajums ir maisijums.
3.2 Kimiskais raksturojums: Maisijumi

Apraksts:
Akrilata dispersijas un pildvielu maisijums ar dro§am piedevam.

Bistamie komponenti:
Obligati deklaréjamo komponentu nav

Citas sastavdalas (>25%):
CAS: 1317-65-3 Kalkakmens (Kalcija karbonats) 25-50%
EINECS: 215-279-6
Reg.nr.: 01-2119486795-18
CAS: 7732-18-5 ddens 25-50%
EINECS: 231-791-2
Reg.nr.: -

Papildu informacija:
So riska frazu jeb bistamibas pakapes apziméjumu formuléjumu skatit 16.nodala.

4. IEDALA. Pirmas palidzibas pasakumi

4.1 Pirmas palidzibas pasakumu apraksts

Pirmas palidzibas

Visparejas norades:
Sniedzot pirmo palidzibu, nav nepiecieSami speciali personiskas aizsardzibas Iidzekli, tacu batu
jaizvairas no kontakta ar izstradajumu.

Péc ieelposanas:
Skarto personu iznest svaiga gaisad un mierigi noguldit. SGdzibu gadijuma nogadat arsta apskatei.
Neregularas elpoSanas vai elpoSanas apstaSanas gadijuma veikt maksligo elpinasanu.
Nesamanas gadijuma novietot un transportét stabila stavokli uz saniem.

(Turpinajums 3.lpp.)
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Péc saskares ar adu:

Nekavéjoties nomazgat ar Gdeni un ziepém un labi noskalot. Netiro, piestcinato apgérbu
nekavéjoties novilkt. Apgérbu pirms atkartotas izmanto$anas izmazgat. Kurpes pirms atkartotas
izmantoSanas notirtt. ligstoSa adas kairinajuma gadijuma apmeklét arstu.

Péc noklusanas acis:

Neberzét acis, jo mehaniskas iedarbibas de| acis var tikt papildus savainotas. Iznemt kontaktlécas,
ja tadas ir, un nekavéjoties vismaz 20 mindtes skalot acis ar atvértiem plakstiniem zem tekoSa
ddens. Ja iesp&jams, izmantot izotonisko acu skalo$anas Skidumu (piem., 0,9% NaCl). Vienmér
konsultéties ar arstu.

Péec noriSanas:
Neizraistt vem$8anu. Ja nav zaudéta samana, skalot muti ar lielu Gdens daudzumu, dzert daudz
ddens. Konsultéties ar arstu vai vérsties SaindéSanas kontroles un informacijas biroja.

4.2 Svarigakie simptomi un ietekme - akata un aizkavéta
Simptomi un iedarbiba ir aprakstiti 2. un 11.nodalas.

Riska faktori
Nav pieejama cita batiska informacija.

4.3 Norade par nepiecieSamo neatliekamo medicinisko palidzibu un Tpasu
aprupi
VeérSoties pie arsta, iespéju robeZas ieteicams uzradtt $o DroSibas datu lapu.

5. IEDALA. Ugunsdzésibas pasakumi

5.1 Ugunsdzésibas lidzekl]i

Piemérotie dzéSanas lidzekli:
Gan piegadatais maisijums, gan jau samaisits, tas nav viegli uzliesmojoSs. Tapéc ugunsdzésibas
[Tdzek|i ir piemérojami vides ugunsdro&ibas lTmenim.

5.2 Ipasa vielas vai maisijuma izraisita bistamiba
Izstradadjums nav spradzienbistams vai viegli uzliesmojoss, un saskaré ar citdm vieldam tam
nepiemtt degSanu veicinoS$a iedarbiba. Loti slidens, ja produkts ir iztecgjis/ izlijis.

5.3 leteikumi ugunsdzéséjiem

Nav nepiecieSami 1pasi pasakumi. Piesarnoto dzésanas ddeni savakt atseviski, tas nedrikst nok|at
kanalizacija. DegSanas parpalikumi un piesarnotais dzéSanas udens ir jaizved atbilstoSi
noteikumiem.

6. IEDALA. Pasakumi nejausas noplides gadijumos

6.1 Individualas drosibas pasakumi, aizsardzibas Iidzekli un procediiras arkartas situacijam
levérot noteikumus, kas ierobezo ekspozicijas laiku un lietot individualos aizsarglidzek|us (8.pants).

6.2 Vides drosibas pasakumi

Nepielaut nokld8anu gruntsidenos, Odenos vai kanalizacija neatSkaidita veida vai lielakos
daudzumos.

6.3 lerobezosSanas un savakSanas panémieni un materiali

Savakt ar Skidrumu sasaistoSu vielu palidzibu (smiltim, poraino grants iezi, skabju sasaistitaju,
universalo sasaistitaju, zaga skaidam). Savakto materialu likvidét atbilstosi noteikumiem.

6.4 Atsauce uz citam iedalam
Informaciju par darba droSibu skatit 7.nodala.

(Turpinajums 4.lpp.)
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Informaciju par personigo aizsargaprikojumu skatit 8.nodala.
Informaciju par atkritumu likvidaciju skatit 13.nodala.

7. IEDALA. Lietosana un glabasana

7.1 Piesardziba drosai lietoSanai

Darba vieta rlpéties par labu ventilaciju/ nosikSanu. Nepielaut saskarsmi ar acim un adu. Valkat
personigo aizsargtérpu. lespéja nomazgaties/jabat pieejamam ddenim acu un adas mazgasanai.
Ar produktu nevajag rikoties personam, kam ir nosliece uz adas saslim8anam vai citam
paaugstinatas jutibas adas reakcijam. Darba laika neést, nedzert, nesmékét un nesSnaukt.

Norades aizsardzibai pret degSanu un eksploziju:
Nav nepiecieSami kadi Tpasi pasakumi.

7.2 Drosas glabasanas apstakli, tostarp visu veidu nesaderiba
Uzglabasana:

Prasibas, kadam jaatbilst uzglabasanas telpam un tvertném:
Nedrikst nonakt bérnu rokas. Uzglabat vésa un sausa vieta, labi noslégtos traukos.

Norades par vairaku vielu kopéju uzglabasanu:
Turéet talak no partikas produktiem, dzeérieniem un dzivnieku baribas.

Citi uzglabasanas nosacijumi:
Sargat no sala. Sargat no karstuma un tieSu saules staru iedarbibas.

Minimalais uzglabasanas laiks:
Glabasanas termins (t no +5 °C Iidz +25 °C): Skatit informaciju uz iepakojuma

Uzglabasanas klase: 12

7.3 Konkréts(-i) galalietoSanas veids(-i)
Nav pieejama cita batiska informacija.

8. IEDALA. ledarbibas parvaldiba/individuala aizsardziba

8.1 Parvaldibas parametri

Sastavdalas, kuru robezvértibas ir kontroléjamas attiecigaja darba vieta:
Produkts nesatur nozimigus vielu daudzumus, kuru robezvértibas butu kontrol&éjamas darba vieta.

Papildu informacija:
Pamata tika izmantoti sastadiSanas laika spéka esosSie saraksti.

8.2 ledarbibas parvaldiba
8.2.1. Personigais aizsargaprikojums

Vispareéji aizsardzibas un higiénas pasakumi:

Profilaktiska adas aizsardziba ar adas aizsardzibas ziedi. Nepielaut ilgaku un intensivu saskarsmi
ar adu. Nepielaut saskarsmi ar acim. Partraukumos un darba beigds nomazgat rokas. Turét talak
no partikas produktiem, dzeérieniem un dzivnieku baribas. Darba laika neést, nedzert, nesméekét un
nesnaukt.

(Turpinajums 5.Ipp.)
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Elposanas ce|u aizsardziba:

Aizsargat elpoSanu tikai gadijuma, ja izveidojies aerosols vai miglina (FFP2 tipa saskana
ar EN 149)

Roku aizsardziba:

Kimijas izturigi cimdi EN 374

Cimdu materialam ir jabat necaurlaidigam un noturigam pret produktu. Sakara ar testu trikumu nav
iespéjams dot jebkadus ieteikumus par cimdu materialu saskarsmi ar produktu. Cimdu materiala
izvéle, nemot véra cauri izspieSanas laiku, caurlaides apjomus un sabojasanos. Pirms katras
lietoSanas parbaudit aizsargcimdus, vai tie ir pienaciga stavokli. Profilaktiskai adas aizsardzibai
iesakam izmantot adas aizsarglidzek|us. Lai novérstu adas problémas, cimdus valkat tikai
nepiecieSamibas gadijuma.

Cimdu materiala caurlaides laiks:
Precizu cauri izspieSanas laiku (permeabilitati) var uzzinat no aizsargcimdu razotaja, Sis laiks
jaievero, lietojot cimdus.

ligstosai saskarei pieméroti ir cimdi no Sadiem materialiem:
Cimdi no nitrilkau€uks

Sintétiskas gumijas cimdi

Cimdi no polivinilhlorida

leteicamais materiala biezums: = 0,15mm

Nav pieméroti cimdi no $adiem materialiem:
Adas cimdi

Acu aizsardziba:

Pastavot izSlakstidanas draudiem, izmantot hermétiskas aizsargbrilles (saskana ar EN
166).

Kermena aizsardziba:

Darba aizsargtérps

Riska parvaldibas pasakumi:
NepiecieSamas efektivitates nodroSinaSanai nepiecieSamas personala apmacibas pareizai
personisko aizsarglidzeklu izmantoSanai.

8.2.2. Papildu informacija par tehnisko iekartu izveidoSanu
Nav citu datu, skat. 7.punktu.

8.2.3. lerobezot un uzraudzit produkta ietekmi uz apkartéjo vidi
Nepielaut nok|GSanu vidé. Atkritumus izlietot vai pareizi utilizét.

Lv—
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9. IEDALA. Fizikalas un kimiskas ipasibas

9.1 Informacija par fizikalajam un kKimiskajam pamatipasibam
Vispareéji dati

Izskats: 5
Forma: Skidrs
Krasa: Balts

Smaka: Maigs

pH veértiba pie 20 °C: 7-8

Stavok|a maina
Kusanas punkts/ kuSanas diapazons: 0°C

Varisanas punkts/ varisanas diapazons: 100 °C

DegSanas punkts: Nav pielietojams.

Uzliesmosanas spéja (kompakta, gazveida): Nav pielietojams.

AizdegSanas temperatura:

Sadali$anas temperatura: >825 °C ar CaO un CO,
PasSaizdegSanas: Produkts neaizdegas pats no sevis.
Spradzienbistamiba: Produkts nav spradzienbistams.
Eksplozijas robezas:

Apakseja: Nav noteikts.

Augséja: Nav noteikts.

DegsSanu veicinoSas ipasibas Neuztur degSanu.
Tvaika spiediens: Nav noteikts.
Blivums pie 20 °C: 1,6 g/lcm?
Skidiba/ maisi$anas spéja ar

udeni: Pilntba samaisams.
Viskozitate:

dinamiska pie 20 °C: > 200 mPas
Skidinataja saturs:

Organiskie skidinataji: 0,0 %

Udens: 40,5 %

VOC (EC) 0,00 %

Cieto dalinu saturs: 59,3 %

9.2 Cita informacija Nav pieejama cita batiska informacija.

10. IEDALA. Stabilitate un reagétspéja

10.1 Reagétspéja
Nav zinamas bistamas reakcijas.

10.2 Kimiska stabilitate
Pareizi un sausa veida uzglabats izstradajums ir stabils.

Termiska sadaliSanas/ apstakli, no kuriem jaizvairas:
Nesadalas, ja pielieto atbilstoSi nosacijumiem.

(Turpinajums 7.lpp.)
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10.3 Bistamu reakciju iespéjamiba
Nav zinamas bistamas reakcijas.

10.4 Apstakli, no kuriem javairas
Nav pieejama cita batiska informacija.

10.5 Nesaderigi materiali
Nav pieejama cita batiska informacija.

10.6 Bistami noardiSanas produkti
Nav zinami bistami sadaliSanas produkti.

Minimalais uzglabasanas laiks:

Glabasanas termins (t no +5 °C idz +25 °C): Skatit informaciju uz iepakojuma
Citi dati:

Nav pieejama cita batiska informacija.

11. IEDALA. Toksikologiska informacija

11.1 Informacija par toksikologisko ietekmi

Produkts nav parbaudits. Secinajums balstas uz sastavdalu Tpasibam.
Akauta toksicitate

Svarigako LD/LC50- (letalo devu un koncentracijas) klasifikacija:
1317-65-3 Kalkakmens (Kalcija karbonats)

orali ‘LD50 ‘ 6450 mg/kg (Zurka) (RTECS Data)

Akrilata/stirola kopoliméra

orali LD50 | > 5000 mg/kg (Zurka)

dermali| LD50 | > 5000 mg/kg (Zurka)

Primara kairinajuma iedarbiba:
Uz adu:
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Uz acim:
Pamatojoties uz pieejamajiem datiem, neatbilst klasificésanas kritérijiem.

Jutigums:
Péc produkta saskares ar adu var rasties paaugstinats jutigums, ilgaku laiku darbojoties ar
produktu.

CMR ietekmes (kancerogénums un mutagénums un toksiskums reproduktivai funkcijai):
Nav

Mikroorganismu stinu mutacija:
Pamatojoties uz pieejamajiem datiem, neatbilst klasificésanas kritérijiem.

Kancerogénums:
Pamatojoties uz pieejamajiem datiem, neatbilst klasificeéSanas kritérijiem.

Toksicitate reproduktivajai sistémai
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

(Turpinajums 8.lpp.)
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Toksiskas ietekmes uz Tpasu meérkorganu - vienreizéja iedarbiba (STOT SE):

Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Toksiskas ietekmes uz Tpasu meérkorganu - atkartota iedarbiba (STOT RE):

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeéSanas kritérijiem.
Bistamiba ieelpojot:

Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
11.2 Praktiska pieredze

Nav pieejama cita batiska informacija.

11.3 Visparigas piezimes

Nav pieejama cita batiska informacija.

12. IEDALA. Ekologiska informacija

12.1 Toksicitate Produkts nav parbaudits. Secinajums balstas uz sastavdalu ipasibam.
Udenu toksiskums:

1317-65-3 Kalkakmens (Kalcija karbonats)

LC50 (96h) | >100 mg/l (Varaviksnes forele - oncorhynchus mykiss) (OECD 203)

LC50 (48h) |>100 mg/l (Udens blusa - daphnia magma) (OECD 202)

EC50 >14 mg/l (Alges - desmodesmus subspicatus) (OECD 201)

>1000 mg/l (Aktivizétas dinas) (OECD 209)

Akrilata/stirola kopoliméra

EC50 (48h) ‘ 100 mg/l (Udens blusa - daphnia magma)

12.2 Noturiba un spéja noardities
Dala komponentu ir biologiski noardami.

12.3 Bioakumulacijas potencials
Nav pieejama cita batiska informacija.

12.4 Mobilitate augsné
Nav pieejama cita batiska informacija.

Ekologiski-toksiska iedarbiba:
Nav pieejama cita batiska informacija.

IzturéSanas attiriSanas iekartas:
Nav pieejama cita batiska informacija.

Parbaudes veids Efektiva koncentracija Metode Novértéjums

Nav pieejama cita batiska informacija.

Cita ekologijas informacija:

Vispargjie noradijumi:

Udens apdraudéjuma klase 1(Pasu klasifikacija): vaji apdraud Gdeni

Nepielaut nokld8anu gruntsidenos, Gdenos vai kanalizacija neatSkaidita veida vai lielakos
daudzumos.

(Turpinajums 9.lpp.)
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12.5 PBT un vPvB ekspertizes rezultati
PBT: Nav pielietojams.
vPvB: Nav pielietojams.

12.6 Citas nelabvéligas ietekmes
Nav pieejama cita batiska informacija.

Literatura
Nav pieejama cita batiska informacija.

13. IEDALA. Apsvérumi, kas saistiti ar apsaimniekosanu

13.1 Atkritumu apstrades metodes

leteikums:

)

Eiropas atkritumu katalogs
08 01 20 |Krasas vai lakas saturo8as udens suspensijas, kuras neatbilst 080119 klasei
15 01 02 | Plastmasa

kanalizacija.

H Nedrikst aiztransportét kopa ar sadzives atkritumiem. Nepielaut nok|dSanu

08 01 20 atlikusam neparstradatam materialam
15 01 02 tukSiem iepakojumiem

13.2 Neattiritie iesainojumi

leteikums:
LikvidéSana atbilstosi oficialiem noteikumiem.
Otrreizéjai parstradei nodot tikai pilniba iztukSotu iepakojumu.

leteicamais tiriSanas Iidzeklis: Udens, ja nepiecie$ams, kopa ar tiri$anas Iidzekliem.

14. IEDALA. Informacija par transportésanu

14.1 ANO numurs

ADR, ADN, IMDG, IATA Iztrakst
14.2 ANO sitiSanas nosaukums
ADR, ADN, IMDG, IATA |ztrakst

14.3 TransportéSanas bistamibas klase(-es)
ADR, ADN, IMDG, IATA

klase |ztrokst
14.4 lepakojuma grupa

ADR, IMDG, IATA IztrOkst
14.5 Vides apdraudéjumi

Juras piesarnotajs: Né

(Turpinajums 10.Ipp.)
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14.6 Ipasi piesardzibas pasakumi lietotajiem Nav pielietojams.

14.7 TransportéSana bez taras atbilstosi
MARPOL Il pielikumam un IBC kodeksam  Nav pielietojams.

UN "Model Regulation™: Iztrokst

15. IEDALA. Informacija par reguléjumu

15.1 DroSibas, veselibas jomas un vides noteikumi/normativie akti, kas 1pasi attiecas uz
vielam un maisijumiem

Darba ar kimikaliju ir jaievéro parastie droSibas pasakumi.

Direktiva 2012/18/ES

Konkrétas bistamas vielas - | PIELIKUMS :
Nesatur nevienu no sastavdalam

Nacionalie noteikumi:
Biocidos sastavdalas (98/8/EK):
Tetrametilolacetiléna diurea 0,0458%

MaisTjums kas sastav no 5-Hlor-2-metil-2H-izotiazol-3-ona [EC 247-500-7] un 2-Metil- |0,0014%
2H-izotiazol-3-ona [EC 220-239-6]

Klasifikacija saskana ar 2004/42/EK:
I1A(g) 30 - Produkts satur < 30 g/l VOC (skat. 9 punktu)

Udens apdraudéjuma klase:

Udens apdraudéjuma klase 1 (PaSu klasifikacija): nedaudz apdraud ddeni

Citi noteikumi, ierobezojumi un aizliegumi:

‘Direktiva par Eiropas atkritumu sarakstu (atkritumu saraksts - Eiropas atkritumu katalogs)

15.2 Kimiskas drosibas novértéjums
Kimiskas dro$ibas novértéjums nav veikts.

16. IEDALA. Cita informacija

Izmainu pamatojums:
* Dati tiek izmainiti salidzinot ar iepriek$éjo versiju.

Nozimigakas frazes:
Obligati deklaréjamo komponentu nav

leteikumi noradem:
Papildu apmacibas, kas paplaSina norades reglament&jamajam darbitbam ar bistamam vielam,
netiek pieprasritas.

DroSibas instrukcijas izstradatajs:
Darba droSibas nodala (+43/(0)5522-41646-0 / klaus.ritter@fixit-gruppe.com)

Kontaktpersona:
Dr. Klaus Ritter
(Turpinajums 11.Ipp.)
Lv —
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KREISEL TYNKOLIT-T 330 - Grunts zem apmetuma

(Turpinajums 10.Ipp.)

Saisinajumi un akronimi:

RID: Réglement international concernant le transport des marchandises dangereuses par chemin de fer (Regulations
Concerning the International Transport of Dangerous Goods by Rail)

ICAO: International Civil Aviation Organisation

MAK: Maximale Arbeitsplatz-Konzentration (maximum concentration of a chemical substance in the workplace, Austria/
Germany)

PBT: persistent, bioaccumulative and toxic properties

vPVB: very persistent, bioaccumulatice properties

ADR: Accord européen sur le transport des marchandises dangereuses par Route (European Agreement concerning the
International Carriage of Dangerous Goods by Road)

IMDG: International Maritime Code for Dangerous Goods

IATA: International Air Transport Association

GHS: Globally Harmonised System of Classification and Labelling of Chemicals

EINECS: European Inventory of Existing Commercial Chemical Substances

ELINCS: European List of Notified Chemical Substances

CAS: Chemical Abstracts Service (division of the American Chemical Society)

LC50: Lethal concentration, 50 percent

LD50: Lethal dose, 50 percent

Cita informacija:

Dati Saja droSibas datu lapa apraksta masu izstradajuma droSibas prasibas un balstas uz mums
esoSo aktualo informaciju. Ta nepieskir izstradajuma Tpasibu garantijas. Masu izstradajumu
sanémeéjam uz savu atbildibu ir jaievéro spéka esoSie normativie dokumenti, ka arT tie, kas nav
pieminéti Saja datu lapa.
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